
Examination 

and Viewing 

Device

Bovine Pregnancy                    

Flexx Monitor

Shallower Exam: 

shorter bred, 

ovaries

Bovine 

Pregnancy         

3 to 5 months         

Bright

Bovine 

Pregnancy          

5 months to 

term          

Flexx Monitor

Bovine Pregnancy          

30  to 40 days          

Vista Goggles

Bovine Pregnancy          

40 to 120 days          

Fetal Aging    Vista 

Goggles

Bovine Pregnancy         

3 to 5 months         

Fetal Aging   Vista 

Goggles

Very Bright         

Vista Goggles

Mode A B C D E F G H

Gain 115 115 115 110 127 115 115 115

Near -5 -5 -5 -5 -5 -5 -5 -5

Far 20 15 30 25 15 15 20 30

Dynamic 70 70 50 50 75 65 65 70

Frequency 4.0 4.0 2.5 4.0 4.0 4.0 2.5 2.0

Frame Speed 1 1 1 1 1 1 1 1

IP 2 3 1 2 2 3 2 2

IE 3 3 3 3 3 3 3 3
Image / Probe 

Orientation L L L L L L L L

Depth & Focus

Depth D:156 D:104 D:208 D:208 D:104 D:121 D:208 D:208

Focus F:070 F:030 F:160 F:160 F:030 F:050 F:090 F:160

Language English English English English English English English English

TV Mode NTSC NTSC NTSC NTSC NTSC NTSC NTSC NTSC

Status On On On On On On On On

WiFi ON ON ON ON ON ON ON ON

Grid Setup ON ON ON OFF ON ON ON OFF

Spacing 20 20 20 20 20 20 20 20

Flip Screen Off Off Off Off Off Off Off Off

Other

RF5.8G 0 0 0 0 0 0 0 0

Flexx Monitor 

Settings

1.  Press Menu

2.  Press arrow keys  ↑↓ to go to the setting to change eg. IP2 to IP3

3.  Press arrow keys  ←→ to change the setting

4.  Press Esc to return to active scanning mode

6.  To Save a changed setting:  press Exam and hold until you see the Mode: A to H flash once. 

5.  Saving Settings:  only save the setting if you think you will use it again, otherwise presets will return when Flexx is turned 

off and then on again.

Use this function to change date and time and to turn on wireless sender (not WiFi)

Brightness - 70 to 100                                             

Contrast - 50 to 75
To Adjust Flexx Monitor:

1.  Press Exam key for 5 seconds                                         

2.  using the arrow keys  ←↑→↓                        

set the Brightness and Contrast

To change the Gain, Near(Gain), Far(Gain), Dyn(Dynamic Range), Freq.(Frequency), Frame Avg (Frame Rate), IP (Image 

Processing), IE (Edge), L/R:

Setting Charts for ReproScan Flexx

4.0 MHz Convex Rectal Probe Examinations                                                                  

Bovine Reproduction

Set Depth and Focus using the arrow keys  ←↑→↓

4. Watch the instructional videos that you received with the Flexx unit or call the ReproScan office for 

assistance.  Please experiment with the settings prior to examining an animal.  If you do not save 

changes, shutting off the ultrasound and restarting will return the Flexx settings to the previously 

stored settings.  

Image Processing (IP) - use the 

highest IP setting possible eg. IP 3 

gives a better image than IP 2, 

but dimmer

1.  The settings presented in the following chart are meant only as a guideline.  Many factors affect 

ultrasound image quality including:  fat, manure consistency, thickness of skin, contact, etc.

Gain:  Increasing the Gain → 

increases brightness and lowers 

resolution

2.  Select a Mode (A to H) that best fits the description of the examination that you wish to do and the 

viewing device you wish to use. (Flexx Monitor, Vista Goggles, Wireless Monitor)

Dynamic Range (Dyn) - changes 

the contrast of the image
3.  Use general ultrasound principles to change settings and fine tune the ultrasound image.  Save the 

settings in a Mode A to H if you will be repeating this exam in the future under similar circumstances.

Frequency (Freq.) - use a lower 

freq. for depth, higher freq. for 

near field exam.
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ReproScan Technologies, LLC
1-877-890-2411


